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    TWIC READER QUALIFIED TECHNOLOGY LIST 

Portable Readers (page 1 of 7) 

Readers on this list have been found in compliance with the TWIC Reader Hardware and Card Application Specification dated May 2012 to the extent noted below. 

  

QTL 
ID Vendor 

Product 
 Name/ 
Version  

Date Added to 
QTL  

Biometric 
Interface 

Conformance Categories 
Confirmed 

Yes or 
No 

Card 
Interface  

TPK Source  
PACS 

Interface 
Authentication 

Modes  

001 
 
 
 
 

001-1 
 

001-2 

Intellicheck, Inc. 
535 Broad Hollow Road B51 
Melville, NY 11747 
USA 
www.intellicheck.com 
 
Sales 
sales@intellicheck.com 
Tel:  516.992.1900 

Fugitive Finder 
IM2610 Portable 
Reader 
Version: 3.8.77,  
 
3.8.78 
   
3.8.79 

7-25-2013 
 
 
 
 
9-16-2014 
 
12-17-2014 

Fingerprint Basic Operation 
CCL checking 
CRL checking 
Electrical 
Operational Availability 
Finger Sensor Durability 
Safety 
Use in Harsh Conditions 

Yes 
Yes 
NO 
Yes 
Yes 
Yes 
Yes 
Yes 

Contact Contact 
 

TCP-IP 
Docking  
Cradle 

1,2,3 & 4 
Configurable 

Contactless TPK registration 
or 
Contact 

002 Intellicheck, Inc. 
535 Broad Hollow Road B51 
Melville, NY 11747 
USA 
www.intellicheck.com 
 
Sales 
sales@intellicheck.com 
Tel:  516.992.1900 

Fugitive Finder 
IM2620 Portable 
Reader 
Version: 3.8.77 

7-25-2013 Fingerprint Basic Operation 
CCL checking 
CRL checking 
Electrical 
Operational Availability 
Finger Sensor Durability 
Safety 
Use in Harsh Conditions 

Yes 
Yes 
NO 
Yes 
Yes 
Yes 
Yes 
NO 

Contact 
 

Contact 
 

TCP-IP 
Docking  
Cradle 

1,2,3 & 4 
Configurable 

Contactless 
 
 

TPK registration 
or 
MAG Stripe 

004 Idemia Identity & Security USA, 
LLC 
296 Concord Rd. #300 
Billerica, MA  01821 
USA 
https://usa.morpho.com/biometric-
terminals/fips-201-access-
control/mobile-readers-federal-
government-piv-and-port-security-
twic  
Sales 
consuelo.bangs@idemia.com 
Tel:  (703) 786-7971 

MorphoCheck 200 
Version: WAP 3; SW 
v1.2.247.0 

10-30-2013 Fingerprint Basic Operation 
CCL checking 
CRL checking 
Electrical 
Operational Availability 
Finger Sensor Durability 
Safety 
Use in Harsh Conditions 

Yes 
Yes 
NO 
Yes 
Yes 
Yes 
Yes 
NO 

Contact Contact None 1,2,3 & 4 
Configurable 

Contactless TPK  registration 
 

http://fips201ep.cio.gov/apl.php
http://fips201ep.cio.gov/apl.php
http://www.intellicheck.com/
mailto:sales@intellicheck.com
http://www.intellicheck.com/
mailto:sales@intellicheck.com
https://usa.morpho.com/biometric-terminals/fips-201-access-control/mobile-readers-federal-government-piv-and-port-security-twic
https://usa.morpho.com/biometric-terminals/fips-201-access-control/mobile-readers-federal-government-piv-and-port-security-twic
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https://usa.morpho.com/biometric-terminals/fips-201-access-control/mobile-readers-federal-government-piv-and-port-security-twic
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July 12, 2018 

 

Portable Readers (page 2 of 7) 

QTL 
ID Vendor 

Product 
 Name/ 
Version  

Date Added to 
QTL  

Biometric 
Interface 

Conformance Categories 
Confirmed 

Yes or 
No 

Card 
Interface  

TPK Source  
PACS 

Interface 
Authentication 

Modes  

005 Idemia Identity & Security USA, 
LLC 
296 Concord Rd. #300 
Billerica, MA  01821 
USA 
https://usa.morpho.com/biometric-
terminals/fips-201-access-
control/mobile-readers-federal-
government-piv-and-port-security-
twic  
Sales 
consuelo.bangs@idemia.com 
Tel:  (703) 786-7971 

MorphoCheck 250 
Version: WAP 3; SW 
v1.2.247.0 

10-30-2013 Fingerprint Basic Operation 
CCL checking 
CRL checking 
Electrical 
Operational Availability 
Finger Sensor Durability 
Safety 
Use in Harsh Conditions 

Yes 
Yes 
NO 
Yes 
Yes 
Yes 
Yes 
NO 

Contact Contact None 1,2,3, & 4 
Configurable 

Contactless TPK  registration 
 

006 Fortior Solutions 
5800 NE Pinefarm Ct.  
Hillsboro, OR 97124 
USA  
www.fortiorsolutions.com 
 
Email: info@fortiorsolutions.com  
Tel:  (503) 924-5300 or 
(877) 727-4342 

RAPID-RCX 
Version 2.71 

07-10-2014 Fingerprint Basic Operation 
CCL checking 
CRL checking 
Electrical 
Operational Availability 
Finger Sensor Durability 
Safety 
Use in Harsh Conditions 

Yes 
Yes 
NO 
Yes 
Yes 
Yes 
Yes 
NO 

Contact Contact None 2 & 4 
Configurable 

007 idSoftware 
4328 Wade Hampton Blvd.  
Suite A 
Taylors, SC 29687 
USA 
www.idsoftware.us 
Sales 
 
info@idsoftware.us 
Tel:  (866) 964-4911 

Secure Gate Ports 
MC75A 
Version 2.0 

02-21-2014 Fingerprint Basic Operation 
CCL checking 
CRL checking 
Electrical 
Operational Availability 
Finger Sensor Durability 
Safety 
Use in Harsh Conditions 

Yes 
Yes 
NO 
Yes 
Yes 
Yes 
Yes 
Yes 

Contact Contact None 1,2,3, & 4 
Configurable 

Contactless TPK  registration 
or  
contact 

http://fips201ep.cio.gov/apl.php
http://fips201ep.cio.gov/apl.php
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Portable Readers (page 3 of 7) 

 

 
  

QTL 
ID Vendor 

Product 
 Name/ 
Version  

Date Added to 
QTL  

Biometric 
Interface 

Conformance Categories 
Confirmed 

Yes or 
No Card Interface  TPK Source  

PACS 
Interface 

Authentication 
Modes  

016 idSoftware 
4328 Wade Hampton Blvd.  
Suite A 
Taylors, SC 29687 
USA 
www.idsoftware.us 
Sales 
 
info@idsoftware.us 
Tel:  (866) 964-4911 

Secure Gate Ports 
idS-600 CP 
Version 2.0 

08-19-2016 Fingerprint Basic Operation 
CCL checking 
CRL checking 
Electrical 
Operational Availability 
Finger Sensor Durability 
Safety 
Use in Harsh Conditions 

Yes 
Yes 
NO 
Yes 
Yes 
Yes 
Yes 
Yes 

Contact TPK registration  
or  
Contact 

None 1,2,3, & 4 
Configurable 

Contactless TPK  registration 
or  
contact 

017 Fortior Solutions 
5800 NE Pinefarm Ct.  
Hillsboro, OR 97124 
USA  
www.fortiorsolutions.com 
 
Email: info@fortiorsolutions.com  
Tel:  (503) 924-5300 or 
(877) 727-4342 

RAPID-RCX 
CN3e 
Version 2.72 

01-12-2017 Fingerprint Basic Operation 
CCL checking 
CRL checking 
Electrical 
Operational Availability 
Finger Sensor Durability 
Safety 
Use in Harsh Conditions 

Yes 
Yes 
No 
Yes 
Yes 
Yes 
Yes 
Yes 

Contact Contact None 2 & 4 
Configurable 

018 Fortior Solutions 
5800 NE Pinefarm Ct.  
Hillsboro, OR 97124 
USA  
www.fortiorsolutions.com 
 
Email: info@fortiorsolutions.com  
Tel:  (503) 924-5300 or 
(877) 727-4342 

RAPID-RCX 
CN70 
Version 2.72 

01-12-2017 Fingerprint Basic Operation 
CCL checking 
CRL checking 
Electrical 
Operational Availability 
Finger Sensor Durability 
Safety 
Use in Harsh Conditions 

Yes 
Yes 
No 
Yes 
Yes 
Yes 
Yes 
Yes 

Contact Contact None 2 & 4 
Configurable 

019 idSoftware 
4328 Wade Hampton Blvd.  
Suite A 
Taylors, SC 29687 
USA 
www.idsoftware.us 
Sales 
 
info@idsoftware.us 
Tel:  (866) 964-4911 

Secure Gate Ports 
idS-500 CM 
Version 2.0 

11-16-16 Fingerprint Basic Operation 
CCL checking 
CRL checking 
Electrical 
Operational Availability 
Finger Sensor Durability 
Safety 
Use in Harsh Conditions 

Yes 
Yes 
NO 
Yes 
Yes 
Yes 
Yes 
Yes 

Contact TPK registration  
or  
Contact 

None 1,2,3, & 4 
Configurable 

Contactless TPK  registration 
or  
contact 

http://fips201ep.cio.gov/apl.php
http://fips201ep.cio.gov/apl.php
http://www.idsoftware.us/
http://www.idsoftware.us/
http://www.idsoftware.us/
http://www.idsoftware.us/
http://www.idsoftware.us/
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QTL 
ID 

Vendor 
 

Product 
 Name/ 
Version  

Date  
Added to QTL  

Biometric 
Interface 

Conformance Categories 
Confirmed 

Yes or 
No Card Interface  TPK Source  

PACS 
Interface 

Authentication 
Modes  

003 
 
 
 
 
 

003-1 

DTN LLC 
9110 West Dodge Rd.  
Omaha, NE  68114 
USA 
www.dtn.com  
Mr. Chris Olnhausen 
chris.olnhausen@dtn.com 
Tel:  (402) 399-2832 
 

PC3-TBR 
Hardware version: D 
SW version: 13.08 
 
 
 
SW version 
13.12  

8-01-2013 
 
 
 
 
 
10-27-2014 

Fingerprint Basic Operation 
CCL checking 
CRL checking 
Physical 
Electrical 
Operational Availability 
Electromagnetic 
Finger Sensor Durability 
Safety 
Indoor 
Outdoor 
Intrinsically Safe 

Yes 
Yes 
NO 
Yes 
Yes 
Yes 
Yes 
Yes 
Yes 
Yes 
Yes 
NO 

Contactless 
 

TPK registration 
 

Ethernet 
(not 
evaluated) 

1, 2, 3 & 4 
Configurable 

008 
 

Idemia Identity & Security USA, 
LLC 
296 Concord Rd. #300 
Billerica, MA  01821 
USA 
http://usa.morpho.com/biometric-
terminals/fips-201-access-control 
 
Sales 
consuelo.bangs@idemia.com 
Tel:  (703) 786-7971  
 

MA00-05209E-T 
Version: 
MA2G_FIPS201_ 
3.4.4 
(Product at end of life. 
contact Consuelo 
Bangs for replacement 
model information) 

9-04-2015 Fingerprint Basic Operation 
CCL checking 
CRL checking 
Physical 
Electrical 
Operational Availability 
Electromagnetic 
Finger Sensor Durability 
Safety 
Indoor 
Outdoor 
Intrinsically Safe 

Yes 
Yes 
NO 
NO 
Yes 
Yes 
Yes 
Yes 
Yes 
Yes 
Yes  
NO 

Contactless TPK registration Wiegand 48 
bit 
Wiegand 75 
bit 

1,2,3 & 4 
Configurable 

009 Idemia Identity & Security USA, 
LLC 
296 Concord Rd. #300 
Billerica, MA  01821 
USA 
http://usa.morpho.com/biometric-
terminals/fips-201-access-control 
 
Sales 
consuelo.bangs@idemia.com 
Tel:  (703) 786-7971  
 

MA00-05229B-T 
Version: 
MA2G_FIPS201_ 
3.4.4 
(Product at end of life. 
contact Consuelo 
Bangs for replacement 
model information) 

9-04-2015 Fingerprint Basic Operation 
CCL checking 
CRL checking 
Physical 
Electrical 
Operational Availability 
Electromagnetic 
Finger Sensor Durability 
Safety 
Indoor 
Outdoor 
Intrinsically Safe 

Yes 
Yes 
NO 
NO 
Yes 
Yes 
Yes 
Yes 
Yes 
Yes 
NO  
NO 

Contact 
 
 
 
 
 

Contact Wiegand 48 
bit 
Wiegand 75 
bit 

1,2,3 & 4 
Configurable 

Contactless TPK registration 
or 
contact 

http://fips201ep.cio.gov/apl.php
http://www.dtn.com/
mailto:chris.olnhausen@dtn.com
http://usa.morpho.com/biometric-terminals/fips-201-access-control
http://usa.morpho.com/biometric-terminals/fips-201-access-control
http://usa.morpho.com/biometric-terminals/fips-201-access-control
http://usa.morpho.com/biometric-terminals/fips-201-access-control
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Fixed Readers (page 5 of 7) 

QTL 
ID 

Vendor 
 

Product 
 Name/ 
Version  

Date  
Added to QTL  

Biometric 
Interface 

Conformance Categories 
Confirmed 

Yes or 
No Card Interface  TPK Source  

PACS 
Interface 

Authentication 
Modes  

010 Idemia Identity & Security USA, 
LLC 
296 Concord Rd. #300 
Billerica, MA  01821 
USA 
http://usa.morpho.com/biometric-
terminals/fips-201-access-control 
 
Sales 
consuelo.bangs@idemia.com 
Tel:  (703) 786-7971  
 

MA00-100JD-T 
Version: 
MA2G_FIPS201_ 
3.4.4 
(Product at end of life. 
contact Consuelo 
Bangs for replacement 
model information) 

9-04-2015 Fingerprint Basic Operation 
CCL checking 
CRL checking 
Physical 
Electrical 
Operational Availability 
Electromagnetic 
Finger Sensor Durability 
Safety 
Indoor 
Outdoor 
Intrinsically Safe 

Yes 
Yes 
NO 
NO 
Yes 
Yes 
Yes 
Yes 
Yes 
Yes 
Yes 
NO 

Contactless TPK registration Wiegand 48 
bit 
Wiegand 75 
bit 

1,2,3 & 4 
Configurable 

011 Idemia Identity & Security USA, 
LLC 
296 Concord Rd. #300 
Billerica, MA  01821 
USA 
http://usa.morpho.com/biometric-
terminals/fips-201-access-control 
 
Sales 
consuelo.bangs@idemia.com 
Tel:  (703) 786-7971  
 

MA00-05209B-T 
Version: 
MA2G_FIPS201_ 
3.4.4 
(Product at end of life. 
contact Consuelo 
Bangs for replacement 
model information) 

9-04-2015 Fingerprint Basic Operation 
CCL checking 
CRL checking 
Physical 
Electrical 
Operational Availability 
Electromagnetic 
Finger Sensor Durability 
Safety 
Indoor 
Outdoor 
Intrinsically Safe 

Yes 
Yes 
NO 
NO 
Yes 
Yes 
Yes 
Yes 
Yes 
Yes 
NO  
NO 

Contactless TPK registration Wiegand 48 
bit 
Wiegand 75 
bit 

1,2,3 & 4 
Configurable 

012 Idemia Identity & Security USA, 
LLC 
296 Concord Rd. #300 
Billerica, MA  01821 
USA 
http://usa.morpho.com/biometric-
terminals/fips-201-access-control 
 
Sales 
consuelo.bangs@idemia.com 
Tel:  (703) 786-7971  
 

MA00-05229E-T 
Version: 
MA2G_FIPS201_ 
3.4.4 
(Product at end of life. 
contact Consuelo 
Bangs for replacement 
model information) 

9-04-2015 Fingerprint Basic Operation 
CCL checking 
CRL checking 
Physical 
Electrical 
Operational Availability 
Electromagnetic 
Finger Sensor Durability 
Safety 
Indoor 
Outdoor 
Intrinsically Safe 

Yes 
Yes 
NO 
NO 
Yes 
Yes 
Yes 
Yes 
Yes 
Yes 
Yes  
NO 

Contact 
 
 
 
 

Contact Wiegand 48 
bit 

Wiegand 75 
bit 

1,2,3 & 4 
Configurable 

Contactless TPK  registration 
or  
contact 

http://fips201ep.cio.gov/apl.php
http://usa.morpho.com/biometric-terminals/fips-201-access-control
http://usa.morpho.com/biometric-terminals/fips-201-access-control
http://usa.morpho.com/biometric-terminals/fips-201-access-control
http://usa.morpho.com/biometric-terminals/fips-201-access-control
http://usa.morpho.com/biometric-terminals/fips-201-access-control
http://usa.morpho.com/biometric-terminals/fips-201-access-control
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Fixed Readers (page 6 of 7) 

 

NOTE 1:  Some requirements (such as Electrical, Safety, Environmental, Outdoor Use, Intrinsically Safe Operation, or Use in Harsh Conditions) may not be 

directly tested by the QTL laboratory.  In lieu of direct testing by the QTL laboratory, vendors claiming conformance with such requirements are required to 

demonstrate product compliance by providing test results or certifications to the laboratory.  

NOTE 2:  Maritime operators should discuss specifics of their implementation requirements with the reader vendor to ensure that the reader will meet their 

specific operational needs, including whether a warranty is offered.  Appearance of a reader product on this list does not guarantee suitability for any specific 

purpose 

 

  

QTL 
ID 

Vendor 
 

Product 
 Name/ 
Version  

Date  
Added to QTL  

Biometric 
Interface 

Conformance Categories 
Confirmed 

Yes or 
No Card Interface  TPK Source  

PACS 
Interface 

Authentication 
Modes  

014 Gemalto Cogent, Inc. 
Slumberland Oakdale Campus 
1 Imation Way (Building 4) 
Oakdale, MN  55128 
USA 
www.gemalto.com/govt/biometric
s/biometric-fingerprint-scanners  
Sales 
Mr. Tony Vanyo 
Anthony.vanyo@gemalto.com 
Tel:  (651) 242-1196 

MiY-Card-2-0103-
0001 
Version 1.x 

9-23-2015 Fingerprint Basic Operation 
CCL checking 
CRL checking 
Physical 
Electrical 
Operational Availability 
Electromagnetic 
Finger Sensor Durability 
Safety 
Indoor 
Outdoor 
Intrinsically Safe 

Yes 
Yes 
Yes 
NO 
Yes 
Yes 
Yes 
NO 
Yes 
Yes 
NO 
NO 

Contactless TPK registration Wiegand 48 
bit 
Wiegand 75 
bit 

1,2,3 & 4 

015 Gemalto Cogent, Inc. 
Slumberland Oakdale Campus 
1 Imation Way (Building 4) 
Oakdale, MN  55128 
USA 
www.gemalto.com/govt/biometric
s/biometric-fingerprint-scanners  
Sales 
Mr. Tony Vanyo 
Anthony.vanyo@gemalto.com 
Tel:  (651) 242-1196 

MiY-ID-2-0101-0101 
Version 1.x 

9-23-2015 Fingerprint Basic Operation 
CCL checking 
CRL checking 
Physical 
Electrical 
Operational Availability 
Electromagnetic 
Finger Sensor Durability 
Safety 
Indoor 
Outdoor 
Intrinsically Safe 

Yes 
Yes 
Yes 
NO 
Yes 
Yes 
Yes 
NO 
Yes 
Yes 
NO 
NO 

Contact 
 
 
 
 

TPK registration  
or  
contact 

Wiegand 48 
bit 
Wiegand 75 
bit 

1,2,3 & 4 

Contactless TPK  registration 
or  
contact 

http://fips201ep.cio.gov/apl.php
http://www.gemalto.com/govt/biometrics/biometric-fingerprint-scanners
http://www.gemalto.com/govt/biometrics/biometric-fingerprint-scanners
http://www.gemalto.com/govt/biometrics/biometric-fingerprint-scanners
http://www.gemalto.com/govt/biometrics/biometric-fingerprint-scanners
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Explanation of Terms (Page 7 of 7) 

(As referenced in TWIC Reader Hardware & Card Application Specification dated May 2012) 
 

Authentication Mode 1 - Verifies signed Card Holder Unique Identifier (CHUID) 

Authentication Mode 2 – Performs active card authentication 

Authentication Mode 3 – Verifies signed CHUID + biometric (fingerprint) verification 

Authentication Mode 4 – Verifies signed CHUID + active card authentication + biometric (fingerprint) verification 

Basic Operation –  Performs all functions and meets all TWIC reader specification requirements for basic operational use 

CCL – Cancelled Card List 

CRL – Certificate Revocation List 

Electrical – Meets all electrical specification requirements 

Electromagnetic – Meets all requirements for electrostatic discharge, radiated radio frequency immunity, electrical fast transit 

burst, radio frequency, power surges, power frequency, and voltage dips/interruptions (fixed only) 

Fingerprint Sensor Durability – Fingerprint sensor able to handle 1 million touches without degradation 

Indoor – Operates in a humidity range of 5-90%, non-condensing (fixed only) 

Intrinsically Safe Operation – Certified for operation where explosive vapors are present (fixed only) 

Operational Availability – Yields a mean-time-between-failure (MTBF) of 25,000 hours or greater 

Outdoor – Conforms to NEMA 4 rating, capable of operating in direct sunlight, operates within a temperature range of -20ºC to 

+70ºC (-4ºF to +158º F) (fixed only) 

PACS – Physical Access Control System 

Physical – Meets all physical requirements including tamper proof mountings, vibration, shock and bump resistance (fixed only) 

Safety – Has no sharp corners/edges, exposed external wires, or loose coverings/cowlings 

TPK – TWIC Privacy Key used to decrypt fingerprint template stored on TWIC card 

TPK Registration – Prior storage of the TPK such that it is accessible by the reader 

TWIC Card Versions – Three TWIC card versions have been issued.  The most recent is version 2.3 

Use in Harsh Conditions – Meets MIL-STD 810F for vibration, temperature range, temperature shock and drop (portable only) 

  


